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WELD CABLE REELS

-

XXXWCL SERIES

A

1 1 

INTERPERT PER

 ASME : Y14.5M-1994

DO NOT SCALE DWG.

3RD ANGLE

PART NUMBER

CAPACITY

EZ - P -X P X - X XX - X - XX - X X X

W/

EZ COIL

PRESSURE:

L = LOW (300 PSI)

M=MED (3000 PSI)

H = HIGH (5000 PSI)

L= LESS HOSE

PLUMBING SIZE:

1= 1/4"

3= 3/8"

4= 1/2"

 

UNLISTED OPTIONS 

& CUSTOM REELS

NOT ALL OPTIONS ARE 

LISTED, CONTACT YOUR 

SALES REPRESENTATIVE 

OR FACTORY FOR 

ADDITIONAL OPTIONS &  

CUSTOM MODIFICATIONS

MATERIAL SPECIFICATIONS

COMPONENT MATERIAL OPTIONS

SLIP RING 450 AMP

-

 

REEL STEEL
-

BEARINGS

BRONZE, SELF LUBE

100 ONLY- COMPOSITE

-

BALL STOP RUBBER STAINLESS HARDWARE

LOCKING 

PAWL

BRASS (NON-SPARKING)
-

FINISH

BLUE POWDER COAT (B)

RED(R), GREEN(N), 

WHITE(W), BLACK 

[WRINKLE(C)/GLOSS(K)], 

GREY(G) 100 

ONLY-STAINLESS 

SPECIFICATIONS

FEATURE SPEC. OPTION

PRESSURE SEE PG 2
-

TEMPERATURE SEE PG 2
-

INLET THREAD NPT FEMALE BSP

OUTLET THREAD

NPT MALE (ON HOSE)

BSP

MODEL W H L TYPE CAPACITY AMPS

in[mm] in[mm] in[mm] ft[m]

 

P-WC13-3506

8.5 [216] 14.5 [368] 13.75 [349]

6 GA

35 [11]

75

P-WC13-5006

8.5 [216] 14.5 [368] 13.75 [349]

6 GA

50 [15]

75

P-WC13-3504

8.5 [216] 14.5 [368] 13.75 [349]

4 GA

35 [11]

150

P-WC13-5004

8.5 [216] 14.5 [368] 13.75 [349]

 4 GA

50 [15]

150

P-WC13-3502

8.5 [216] 14.5 [368] 13.75 [349]

2 GA

35 [11]

225

P-WC17-5002

11 [255] 17.25 [438] 17.25 [438]

2 GA

50 [15]

225

P-WC13-2501

8.5 [216] 14.5 [368] 13.75 [349]

1 GA

25 [7.6]

300

P-WC17-5001

11 [255] 17.25 [438] 17.25 [438]

1 GA

50 [15]

300

P-WC13-2510

8.5 [ 216] 14.5 [368] 13.75 [349]
1/0

25 [7.6]

350

P-WC17-5010

11 [255] 17.25 [438] 17.25 [438]
1/0

50 [15]

350

P-WC17-3520

11 [255] 17.25 [438] 17.25 [438]
2/0

35 [11]

450

P-WC17-5020

11 [255] 17.25 [438] 17.25 [438]
2/0

50 [15]

450

P-WC SERIES: 600 VOLT

CAUTION:WHEN USIING REEL FOR EXTENDED PERIODS OF TIME- UNWIND ALL CABLE TO 

PREVENT HEAT BUILD-UP

MODEL W H L

1/4" CAPACITY

WEIGHT

 

in[mm] in[mm] in[mm] ft[m] lb[kg]

112W-1-50

15.25 [387] 13 [463] 12 [305] 50 [15] 18 [8]

112W-1-100

18.75 [476] 13 [463] 12 [305] 100 [30] 18 [8]

117W-1-200

18.25 [463] 18 [457] 17 [431] 200 [60] 30 [14]

MODEL #2 CABLE #1 CABLE

#1/0 CABLE #2/0 CABLE

WEIGHT

 

ft [m] ft [m] ft [m] ft[m] lb[kg]

1125WCL-6-X

300 [91] 250 [76] 200 [61] 150 [45] 38 [17]

1125WCL-12-X

600 [183] 500 [152] 400 [122] 300 [91] 45 [20]

100WCL SERIES

W

H

L

6.00

[152]

5.00

[127]

.50

[13]

R.25

[6]

3.00

[76]

.63

[16]

.72

[18]

W-4.72

4.00

[102]

6.00

[152]

H

w

4.00

[102]

3.00

[76].82

[21]

R.25

[6]

L

18.5

[470]

17.50

[445]

18.75

[476]

1125WCL-12

24.75

[629] 

10.00

[254]

5.00

[127]

X= MOTOR OPTIONS

*MOTOR AND CRANK DIMENSIONALLY SAME AS 1125 SERIES

CAUTION:WHEN USIING REEL FOR EXTENDED PERIODS OF TIME- UNWIND ALL CABLE TO 

PREVENT HEAT BUILD-UP


